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Light Source Test Report
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CIE1931 EVERFINE
x = 0.4414 y = 0.4041

Tc = 2926K

Color Parameters:
Chromaticity Coordinate:x=0.4414  y=0.4041/u'=0.2535  v'=0.5221
Tc=2926K  Dominant WL:Ld=583.3nm  Purity=53.8% Centroid WL:592.0nm
Ratio:R=24.8% G=73.3% B=1.8%  Peak WL:Lp=605.0nm  HWL:130.8nm
Render Index:Ra=80.6
R1 =78 R2 =87 R3 =95 R4 =80 R5 =78 R6 =84 R7 =83
R8 =60 R9 =7 R10=71 R11=78 R12=70 R13=80 R14=97 R15=72

Photo Parameters:
Flux: 582.70 lm   Fe: 1.8284 W   Efficacy:62.82 lm/W
LEVEL:        WHITE:ANSI_3000K

Electrical Parameters:
Luminaire: U=229.0V  I=0.04467A  P=9.276W PF=0.9068  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=34630(G=5,D=52)
REF=6737(R=3) %=0.317% PMT: 28.7 centigrade [26.8]

GW6BME30HED & LIC9W500  30deg reflector

Product Type:Jupiter  LED wall lightManufacturer:
Number:4 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator:Lujiansi Test Date:2013-10-12 15:45:19
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1011026)
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CIE1931 EVERFINE
x = 0.4373 y = 0.4093

Tc = 3036K

Color Parameters:
Chromaticity Coordinate:x=0.4373  y=0.4093/u'=0.2486  v'=0.5235
Tc=3036K  Dominant WL:Ld=582.0nm  Purity=54.1% Centroid WL:592.0nm
Ratio:R=24.0% G=74.1% B=1.8%  Peak WL:Lp=605.0nm  HWL:146.3nm
Render Index:Ra=81.9
R1 =80 R2 =87 R3 =94 R4 =82 R5 =80 R6 =83 R7 =86
R8 =64 R9 =15 R10=70 R11=82 R12=68 R13=81 R14=96 R15=74

Photo Parameters:
Flux: 472.17 lm   Fe: 1.4959 W   Efficacy:54.51 lm/W
LEVEL:        WHITE:ANSI_3000K

Electrical Parameters:
Luminaire: U=229.6V  I=0.04189A  P=8.662W PF=0.9010  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=31602(G=5,D=51)
REF=54460(R=4) %=-0.066% PMT: 19.4 centigrade [17.1]

2 x SMC30P0C LIC9W350 #11  LRR3512

Product Type:Jupiter 2 x 3.5W wall Manufacturer:
Number: Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator:Tong Ye Test Date:2013-12-23 11:40:18
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1011026)


