
GO1900L GONIOPHOTOMETER Test Report Page 1 Of 2 
Intensity(unit:cd)
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Intensity data:(deg , cd)  C0-180

 -90.0 51.30
 -88.0 51.63
 -86.0 51.96
 -84.0 52.27
 -82.0 52.67
 -80.0 53.13
 -78.0 53.58
 -76.0 54.02
 -74.0 54.36
 -72.0 54.69
 -70.0 55.00
 -68.0 55.25
 -66.0 55.43
 -64.0 55.55
 -62.0 55.60
 -60.0 55.64

 -58.0 55.59
 -56.0 55.45
 -54.0 55.31
 -52.0 55.00
 -50.0 54.57
 -48.0 54.06
 -46.0 53.42
 -44.0 52.69
 -42.0 51.85
 -40.0 50.94
 -38.0 50.00
 -36.0 48.96
 -34.0 47.87
 -32.0 46.66
 -30.0 45.41
 -28.0 44.13

 -26.0 42.77
 -24.0 41.36
 -22.0 39.92
 -20.0 38.41
 -18.0 36.89
 -16.0 35.32
 -14.0 33.66
 -12.0 31.99
 -10.0 30.32
  -8.0 28.62
  -6.0 26.89
  -4.0 25.28
  -2.0 23.96
   0.0 23.46
   2.0 23.75
   4.0 24.80

   6.0 26.10
   8.0 27.50
  10.0 28.86
  12.0 30.25
  14.0 31.61
  16.0 32.91
  18.0 34.23
  20.0 35.43
  22.0 36.65
  24.0 37.81
  26.0 38.90
  28.0 39.97
  30.0 40.98
  32.0 41.93
  34.0 42.82
  36.0 43.70

  38.0 44.51
  40.0 45.25
  42.0 45.90
  44.0 46.53
  46.0 47.10
  48.0 47.55
  50.0 47.91
  52.0 48.24
  54.0 48.47
  56.0 48.61
  58.0 48.66
  60.0 48.66
  62.0 48.60
  64.0 48.47
  66.0 48.24
  68.0 48.01

  70.0 47.75
  72.0 47.41
  74.0 47.09
  76.0 46.68
  78.0 46.26
  80.0 45.82
  82.0 45.34
  84.0 44.93
  86.0 44.66
  88.0 44.41
  90.0 44.11

 A  I  A  I  A  I  A  I  A  I  A  I

Electricity Parameter:
Current I: 0.0450A  Power: 9.577W
Voltage V: 229.5V  PF: 0.917

Optical Parameter(Distance=3.000m):
Equivalent Luminous flux: 朴eff = 302.6lm    Efficiency: Eff=31.61lm/W
Diffuse angle: @(25%): 180.0deg@(50%): 180.0deg@(75%): 180.0deg@(50%): 180.0deg
Diffuse angle: @(25%): 180.0deg@(50%): 180.0deg@(75%): 180.0deg@(50%): 180.0deg
Imax=55.64cd (C=0.0deg,G=-60.0deg) C0-180Plane Imax= 55.64cd(G=-60.0deg)

C0-180Plane I0= 23.46cd

Lamp Type:Jupiter LED bathroom wall  lightLuminaires Type:GW6BME30HED
Tester:lujiansi Test Date:2013-11-29
Temperature:25.3deg Humidity:65%
Manufacturer:EVERFINE Remarks:LIC9W500  30deg reflector
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Average Illuminance Figure

0.3m 71.51cm255.60/260.72lx

1.0m 238.35cm23.00/23.47lx

1.5m 357.53cm10.22/10.43lx

2.0m 476.70cm5.75/5.87lx

3.0m 715.05cm2.56/2.61lx

Height Avg./Nadir.E DiameterAngle:100.00deg

Flux out:102.64 lm

Lamp Type:Jupiter LED bathroom wall  lightLuminaires Type:GW6BME30HED
Tester:lujiansi Test Date:2013-11-29
Temperature:25.3deg Humidity:65%
Manufacturer:EVERFINE Remarks:LIC9W500  30deg reflector
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Intensity data:(deg , cd)  C0-180

 -90.0 19.52
 -88.0 19.67
 -86.0 19.81
 -84.0 19.97
 -82.0 20.15
 -80.0 20.30
 -78.0 20.48
 -76.0 20.65
 -74.0 20.77
 -72.0 20.90
 -70.0 21.00
 -68.0 21.11
 -66.0 21.15
 -64.0 21.19
 -62.0 21.26
 -60.0 21.28

 -58.0 21.28
 -56.0 21.24
 -54.0 21.18
 -52.0 21.07
 -50.0 20.93
 -48.0 20.74
 -46.0 20.52
 -44.0 20.24
 -42.0 19.93
 -40.0 19.56
 -38.0 19.20
 -36.0 18.76
 -34.0 18.30
 -32.0 17.82
 -30.0 17.31
 -28.0 16.74

 -26.0 16.16
 -24.0 15.55
 -22.0 14.91
 -20.0 14.29
 -18.0 13.67
 -16.0 13.01
 -14.0 12.34
 -12.0 11.68
 -10.0 11.00
  -8.0 10.30
  -6.0 9.652
  -4.0 9.048
  -2.0 8.566
   0.0 8.393
   2.0 8.607
   4.0 9.083

   6.0 9.612
   8.0 10.19
  10.0 10.77
  12.0 11.36
  14.0 11.95
  16.0 12.53
  18.0 13.06
  20.0 13.60
  22.0 14.14
  24.0 14.64
  26.0 15.16
  28.0 15.64
  30.0 16.11
  32.0 16.56
  34.0 16.98
  36.0 17.37

  38.0 17.74
  40.0 18.07
  42.0 18.38
  44.0 18.67
  46.0 18.90
  48.0 19.10
  50.0 19.24
  52.0 19.34
  54.0 19.44
  56.0 19.46
  58.0 19.50
  60.0 19.45
  62.0 19.43
  64.0 19.37
  66.0 19.28
  68.0 19.19

  70.0 19.09
  72.0 18.98
  74.0 18.85
  76.0 18.69
  78.0 18.55
  80.0 18.37
  82.0 18.21
  84.0 18.06
  86.0 17.94
  88.0 17.81
  90.0 17.77

 A  I  A  I  A  I  A  I  A  I  A  I

Electricity Parameter:
Current I: 0.0410A  Power: 8.605W
Voltage V: 229.4V  PF: 0.900

Optical Parameter(Distance=3.000m):
Equivalent Luminous flux: 朴eff = 117.9lm    Efficiency: Eff=13.70lm/W
Diffuse angle: @(25%): 180.0deg@(50%): 180.0deg@(75%): 180.0deg@(50%): 180.0deg
Diffuse angle: @(25%): 180.0deg@(50%): 180.0deg@(75%): 180.0deg@(50%): 180.0deg
Imax=21.29cd (C=0.0deg,G=-59.0deg) C0-180Plane Imax= 21.29cd(G=-59.0deg)

C0-180Plane I0= 8.393cd

Lamp Type:Jupiter 2 x 3.5W wall Luminaires Type: 2 x SMC30P0C
Tester:Tong Ye Test Date:2013-12-23
Temperature:25.3deg Humidity:65%
Manufacturer: Remarks:LIC9W350
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Average Illuminance Figure

0.3m
71.51cm98.99/93.26lx

1.0m
238.35cm8.91/8.39lx

1.5m
357.53cm3.96/3.73lx

2.0m
476.70cm2.23/2.10lx

3.0m
715.05cm0.99/0.93lx

Height Avg./Nadir.E DiameterAngle:100.00deg

Flux out:39.75 lm

Lamp Type:Jupiter 2 x 3.5W wall Luminaires Type: 2 x SMC30P0C
Tester:Tong Ye Test Date:2013-12-23
Temperature:25.3deg Humidity:65%
Manufacturer: Remarks:LIC9W350


