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Light Source Test Report
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CIE1931 EVERFINE
x = 0.4335 y = 0.4078

Tc = 3089K

Color Parameters:
Chromaticity Coordinate:x=0.4335  y=0.4078/u'=0.2468  v'=0.5224
Tc=3089K  Dominant WL:Ld=581.8nm  Purity=52.6% Centroid WL:588.0nm
Ratio:R=23.8% G=73.9% B=2.3%  Peak WL:Lp=600.0nm  HWL:131.9nm
Render Index:Ra=81.9
R1 =79 R2 =89 R3 =97 R4 =80 R5 =80 R6 =87 R7 =84
R8 =59 R9 =4 R10=76 R11=78 R12=69 R13=82 R14=99 R15=72

Photo Parameters:
Flux: 771.73 lm   Fe: 2.3288 W   Efficacy:79.22 lm/W
LEVEL:        WHITE:ANSI_3000K

Electrical Parameters:
Luminaire: U=229.4V  I=0.04272A  P=9.741W PF=0.9940  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=40609(G=5,D=52)
REF=7723(R=3) %=-0.953% PMT: 27.4 centigrade [23.8]

1742AS-Q5  AC LED

Product Type:Moby 10W AC LED outdoor ground spotManufacturer:CG LIGHTING
Number:1 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator:Li Qingli Test Date:2016-12-27 10:00:22
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1011026)



Spectrophotocolorimeter Test Report       2 Of 2

Light Source Test Report

380 500 600 700 800
Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2

Sp
ec

tr
um

CIE1931 EVERFINE
x = 0.4329 y = 0.4102

Tc = 3118K

Color Parameters:
Chromaticity Coordinate:x=0.4329  y=0.4102/u'=0.2454  v'=0.5232
Tc=3118K  Dominant WL:Ld=581.3nm  Purity=53.1% Centroid WL:587.0nm
Ratio:R=23.5% G=74.4% B=2.2%  Peak WL:Lp=600.0nm  HWL:134.8nm
Render Index:Ra=81.3
R1 =79 R2 =88 R3 =97 R4 =80 R5 =79 R6 =85 R7 =84
R8 =59 R9 =2 R10=73 R11=79 R12=68 R13=80 R14=98 R15=71

Photo Parameters:
Flux: 784.82 lm   Fe: 2.3487 W   Efficacy:82.17 lm/W
LEVEL:        WHITE:ANSI_3000K

Electrical Parameters:
Luminaire: U=229.4V  I=0.04189A  P=9.551W PF=0.9923  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=37398(G=5,D=52)
REF=7849(R=3) %=0.710% PMT: 27.6 centigrade [23.8]

1742AS-Q5  AC LED

Product Type:Moby 10W AC LED outdoor ground spotManufacturer:CG LIGHTING
Number:2 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator:Li Qingli Test Date:2016-12-27 10:24:56
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1011026)
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     4.8 SDCM

x=0.437 y=0.405 3000K/NEC

Color Parameters:
Chromaticity Coordinate:x=0.4330  y=0.4106/u'=0.2453  v'=0.5234
Tc=3121K  Dominant WL:Ld=581.2nm  Purity=53.2% Centroid WL:586.0nm
Ratio:R=23.3% G=74.5% B=2.3%  Peak WL:Lp=600.0nm  HWL:130.7nm
Render Index:Ra=80.4
R1 =77 R2 =88 R3 =97 R4 =79 R5 =78 R6 =85 R7 =83
R8 =56 R9 =-3 R10=73 R11=77 R12=68 R13=79 R14=98 R15=69

Photo Parameters:
Flux: 1013.9 lm   Fe: 3.0113 W   Efficacy:72.66 lm/W
LEVEL:        WHITE:ANSI_3000K

Electrical Parameters:
Luminaire: U=229.3V  I=0.06125A  P=13.95W PF=0.9927  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=37890(G=5,D=52)
REF=9386(R=3) %=1.109% PMT: 29.3 centigrade [33.5]

1742C LUMENS AC

Product Type:Moby 15W AC outdoor ground spot lightManufacturer:CG LIGHTING
Number:1 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator:Li Qingli Test Date:2017-10-20 10:29:00
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1011026)
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     1.7 SDCM

x=0.380 y=0.380 F4000

Color Parameters:
Chromaticity Coordinate:x=0.3790  y=0.3823/u'=0.2220  v'=0.5038
Tc=4080K  Dominant WL:Ld=577.2nm  Purity=28.5% Centroid WL:568.0nm
Ratio:R=19.2% G=77.6% B=3.3%  Peak WL:Lp=595.0nm  HWL:152.6nm
Render Index:Ra=82.0
R1 =79 R2 =87 R3 =94 R4 =82 R5 =80 R6 =83 R7 =86
R8 =64 R9 =3 R10=71 R11=80 R12=66 R13=81 R14=97 R15=73

Photo Parameters:
Flux: 1479.3 lm   Fe: 4.4881 W   Efficacy:74.18 lm/W
LEVEL:        WHITE:ANSI_4000K

Electrical Parameters:
Luminaire: U=229.3V  I=0.08777A  P=19.94W PF=0.9910  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=25528(G=4,D=51)
REF=12906(R=3) %=-0.877% PMT: 30.9 centigrade [40.3]

1742BS-Q5  AC 20W

Product Type:Moby 20W AC  LED outdoor spotManufacturer:CG LIGHTING
Number:1 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator:Li Qingli Test Date:2018-05-02 09:48:19
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1011026)


